
ROOF DECK/SUBSTRATE

PLATES & SCREWS 12" O.C.

ROOF INSULATION

HEAT WELDED LAP

WATER BLOCK

TERMINATION BAR FASTENED 12" O.C.
W/ FASTENERS

REINFORCED MEMBRANE

CAULKING

BONDING ADHESIVE

REINFORCED MEMBRANE

SURFACE MOUNT
COUNTERFLASHING

8" min.

CAULK

ROCK BALLAST TO MATCH
EXIST.

ROOF DECK/SUBSTRATE

ROOF DECK/SUBSTRATE

PLATES & SCREWS 12" O.C.

ROOF INSULATION

HEAT WELDED LAP

WATER BLOCK

TERMINATION BAR FASTENED 12" O.C.
W/ FASTENERS

REINFORCED MEMBRANE

CAULKING

BONDING ADHESIVE

REINFORCED MEMBRANE

SURFACE MOUNT
COUNTERFLASHING

8" min.

CAULK

ROCK BALLAST TO MATCH
EXIST.

NEW CONC. WALL
REF. STRUCT.

2 1/2" METAL STUDS @
16" O.C. W/ 5/8" GWB.
TAPE & TEXTURED
FINISH.

3 5/8" METAL STUDS @
16" O.C. W/ 5/8" GWB.
TAPE & TEXTURED
FINISH.

NEW LED ELEVATOR
SIGNAL. COORD. W/
ELEVATOR MANUF.

5/8" GWB, PROVIDE
TAPE & TEXTURE W/
PAINTED FINISH AS
NOTED. TYP.

BACKEROD & SEALANT
CONTINUOUS. TYP.

NEW ELEVATOR JAMB.
AND HEAD.

NEW ELEVATOR TACK
AND DOORS.

NEW SHAFT WALL.
REF. WALL TYPES.

4" H-C METAL STUDS @
24" O.C. W/ (2) LAYERS
5/8" 'TYPE-X' GWB. TAPE
& TEXTURED FINISH.

3 5/8" METAL STUDS @
16" O.C. TAPE &
TEXTURED FINISH.

NEW LED ELEVATOR
SIGNAL. COORD. W/
ELEVATOR MANUF.

5/8" GWB, PROVIDE
TAPE & TEXTURE W/
PAINTED FINISH AS
NOTED. TYP.

BACKEROD & SEALANT
CONTINUOUS. TYP.

NEW ELEVATOR JAMB.
AND HEAD.

NEW ELEVATOR TACK
AND DOORS.

1" SHAFT LINER. REF.
WALL TYPES.

NEW R-11 BATT
INSULATION.

1. COORDINATE ALL WORK W/ MECHANICAL & ELECTRICAL
PLANS FOR ADDITIONAL REQUIREMENTS.

2. VERIFY ALL CONDITIONS PRIOR TO START OF WORK.
3. DEMOLITION AND NEW CONSTRUCTION SHALL BE

COORDINATED WITH MEDICAL FACILITY TO MINIMIZE
DISRUPTION DURING NEW WORK .

4. PATCHING AND REPLACEMENT OF EXISTING FINISHES SHALL
BE OF EQUAL OR GREAT VALUE, MATCH TO EXISTING COLORS
AND TEXTURES.

5. EXISTING ELEVATOR SHAFT WALLS & WALLS OF EQUIPMENT
ROOMS ARE FIRE RATED. ANY PENETRATIONS THROUGH WALL
OR FACE OF WALL SHALL BE FIRE STOPPED TO MAINTAIN
RATING.
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1. EXISTING ROOF STRUCTURE AND FRAMING TO CONNECT WITH
NEW ELEVATOR SHAFT. REF. STRUCTURAL DRAWINGS FOR
ADDITIONAL REQUIREMENTS.

2. NEW SLOPING ROOF. SECTION TO MATCH EXIST. SLOPE.
3. SAW CUT AND MODIFY CONC. ROOF DECK AS REQUIRED. REF.

STRUCTURAL DOCUMENTS FOR ADDITIONAL REQUIREMENTS.
4. EXTERIOR WALL BELOW. SHOWN DASHED.
5. NEW EXTERIOR ELEVATOR SHAFT WALL. SEE WALL TYPES.
6. MODIFY EXISTING ROOF TO MAINTAIN CRICKET AS REQ'D FOR

POSITIVE DRAINAGE.
7. RELOCATE EXIST THRU-WALL SCUPPER & DOWN SPOUT.

PROVIDE PAINTED FINISH.
8. PATCH EXIST MEMBRANE ROOFING AS REQ'D TO MAINTAIN

ROOF WARRANTY, PROVIDE NEW ROCK BALLAST TO MATCH
EXIST.

9. PROVIDE NEW PARAPET AND STONE VENEER CAP TO MATCH
EXISTING. SEAL WEATHER TIGHT.

10. RELOCATE 36"X36" VENT & FIRE DAMPER SEE ELECTRICAL FOR
ADDITIONAL REQUIREMENTS.

11. EXISTING TO REMAIN.
12. REMOVE ALL CUT STONE VENEER AROUND VENT OPENING AND

SALVAGE FOR RE-USE. PATCH W/ NEW/SALAVAGE STONE
VENEER TO MATCH EXISTING.

13. REMOVE AND RELOCATE EXISTING VENT & DAMPER.

NOT ALL KEYNOTES USED

W1. 5/8" GWB ON 2 1/2", 20 GA METAL STUDS @ 16" O.C. ON 12"
CONC. WALL. REF. STRUCTURAL DOCUMENTS FOR REQUIRED
REBAR LOCATIONS AND SIZES.
(2HR RATED - INHERENT BY CONC.)

W2. (2) LAYERS 5/8" TYPE 'X' GWB ON 4" HC-STUD @ 24" O.C. W/
1" SHAFT LINER. PROVIDE 3 1/2" BATT INSULATION.
(2HR RATED - UL# U415)

W3. STONE VENEER ON VAPOR BARRIER TO MATCH EXIST. ON (2)
LAYERS 5/8" TYPE 'X' GWB ON 6" HC-STUD @ 24" O.C. W/ 1"
SHAFT LINER. PROVIDE R-19 INSULATION. ATTACH VENEER W/
CLIPS & MASTIC TO MATCH EXIST. (VIF).
(2HR RATED - UL# U415)

N.T.S. PROJECT AREA

EXIST. ELEVATOR

NEW ELEVATOR

LINE OF
SOFFIT ABOVE

LINE OF
SOFFIT ABOVE

PROVIDE BLOCKING AS
REQUIRED AT ENDS
FOR REVEAL. (TYP.)

EXIST. ELEVATOR JAMB

EXIST. ELEVATOR

NEW ELEVATOR

LINE OF
SOFFIT ABOVE

LINE OF
SOFFIT ABOVE

PROVIDE BLOCKING AS
REQUIRED AT ENDS
FOR REVEAL. (TYP.)

LINE OF POTENTIAL
DEMOLITION, REF.
STRUCT.

EXIST. ELEVATOR JAMB


